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Due to ongoing research and development specifications are subject to change without prior notice. Some availability subject to minimum order. All luminaire lumens are 4000k colour temperature readings.

Legend Options

- Colour Temperature: 6500k

- Colour: White, Black, Chrome or Brass (/WH/BK/CH/BR)

- Emergency Options:
  Three Hour Maintained (/ME3),
  Three Hour Non Maintained (/NME3),
  Self Test (/ME3-ST),
  DALI Addressable Emergency (/ME3-PRO)

- If ME3-WI required please speak to Technical

- Viewing distance: 36 metres

A surface mounted or wire suspended exit sign with a powder coat finish.

MIEX

- Mountings: Surface, Wall mounted or Wire suspended

- Supplied with EN7010 format legends as standard. 

  BS5499 format legends available upon request.

- Body constructed from sheet steel

- Dimensions: (Length x Width x Depth)

  385 x 200 x 95mm, 

  IP65 Version - 445 x 225 x 95mm, (/IP65)

- Weight: 3kg

Product MIEX
Surface LED Exit Sign

Light Source LED

System Power /3W

Size 385 x 200 x 95mm 

Driver /STD
Non Dimming

Colour 
Temperature

6500k

Colour /WH
White

/BK
Black

/CH
Chrome

/BR
Brass

Emergency
/ME3
Three hour main-
tained emergency

/NME3
Three hour non-main-
tained emergency

/ME3-ST
Three hour main-
tained self test 
emergency

/ME3-PRO
Three hour DALI 
addressable 
emergency

To Specify: MIEX LED  LED, 3W,  6500k as standard, LED surface mounted finished white supplied complete with standard con-
trol gear, arrow down legend and three hour maintained emergency. 
Part code: MIEX/LED/3W/WH/ME3/AD


